
Fitting Instructions 

1. Size and weight limitations for the product must be strictly observed - if in doubt 

please consult your advisor 

2. The friction hinge must be correctly positioned usually in a purpose designed groove 

in the extrusion, typically 18mm nominal wide track and 16mm nominal wide vent 

arm. The extrusion may or may not be reinforced. If used reinforcements may be 

either steel or aluminum. 

3. All fixing holes must be used to secure the friction stay. 

4. Suitable fastenings must be used to secure the friction stay. That is, the fixing screws 

must be made of a suitable material and be of the correct form and size. DGS 

strongly recommend that screws made of a high grade stainless are used. We 

recommend Austenitic A2 screws. For exceptionally corrosive environments we can 

offer even higher corrosion protection.  

5. DGS Friction Stays are manufactured to the highest quality standards but care must 

be taken to ensure optimum performance. At the time of installation, any dust or 

debris must be removed from the track, sliding shoe and end point location area 

6. The hinge must be fitted so that, in the closed position, the centre of the vent arm lies 

parallel to the centre of the track. 

7. The hinge should be fitted so that the end cap butts into the corner of the frame; this 

is particularly important for egress and high security products. The corner of the vent 

or weld sprue must not foul the end cap of the hinge. 

8. The friction device should be adjusted to give the required degree of resistance. 

9. Lubricate all pivot points with light machine oil (e.g. 3-in-1 oil). 

10. The end user must be made aware of the need to clean and re-lubricate the stay at 

least every two years. The end user should be aware that the tightness of all fixing 

screws and the friction adjusting screw should be checked periodically. 

 

 

 

 



Maintenance and Fitting 

Maintenance of DGS Friction Stays 

DGS Friction Stays are manufactured to the highest quality standards but they nevertheless need some routine maintenance to ensure optimum performance 

and maximum life. 

It is recommended that: 

• Any dust or debris is removed from the track, sliding shoe and end point location area. Failure to do so could adversely affect product performance. 

• All pivot points should be periodically lubricated with light machine oil (e.g. 3 in 1 oil). 

• The end user must be made aware of the need to clean and re-lubricate the stay at least every two years. The end user should be aware that the tightness of all 

fixing screws and the friction adjusting screw should be checked periodically. 

• Oiling Points 
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